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. :" ' ,4>RODUCT BULLETIN PREMIX TOPPING "JllETJN NO: J-680J 

DRYIVALL ACCESSORY COMPOUND uATE: 12-lJ-74 
PRODUCTS (asbestos free) PAGE: 1 of 2 

APPROVALS: PRODUCING PLANT: ~ TEST BATCH 
SEAT'l'LE . DATE: 

BULLETIN DESCRII'l'ION % POUNDS GALLONS 
. 

165 Ground Raw Gypsum 55.89 1600 

489 Wollastonite P-1 (Interpace) 3.88 . 250 ·I 
I 

086 Celite 4J4 1.55 100 

442 Talc - Talcron CP 44~31 (Pfizer) 1.55 . 100 
.. 

251 Mica AMC . 1 55 100 

052 Attagel 40 (Enl!lehard) 0.78 50 

245 Methocel 228 0.25 16 

3JO Polyv~vl Alcohol 0.08 s I 
45J Preservative - Dowicil 75 0.09 6 

1.70 . PVAc. l'Enl sinn - liP~,. 1 ~1 " 1" 
..,..,~ .., .. 

< 

281. Oleic Acid 0.17 -2L. 

450 Triethanolamine 0.19 12 

090 Colloids #60 0.09 6 

267 Odorless Mineral Snirits 0 78 ~0 8 

Water - stert 25 86 1666 --'Q_O __ 

W•t.er - ad iust to i"inal viscositv L9L. 125 15 

TNT' H. 100 00 6U2 I 

MAN\JFACT!JRING INSTRl/CTIONS: 

1. See Process Bulletin J-2. 
2, For summer, add 4 gel/batch ethylene glycol and increase Methocel to 

20 lbs/batch, . 
J. Blank out asbestos warning. 

I 

f Ql!ALIII CONTRQ:t,: . 
II TM-1 Viscosity 18 - 20 

"I:M-6 Application Equal to Strndard I! TM-7 Workability Equal to stondsrd " . I i 
•' I! 
·' : i 
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